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Background 

 
 Public perception for mercury emissions from coal fired power plants is 

increasing. 

 New emission limits in the range of 1 - 3 µg/m3 are in discussion and already 

agreed in particular cases. 

 The referred lower application limit of the Standard Reference Method (SRM) 

for mercury emission testing EN 13211 is 1 µg/m3. 

 Differentiation between elemental Hg(0) and oxidized Hg(ox) is not possible 

with EN 13211 but important for development of effective mercury mitigation 

procedures. 

 Alternative methods for mercury measurements at low concentrations and in 

different species are available but not validated for low concentrations and are 

not acknowledged by authorities in Europe. 
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Benefits 

 Reliable monitoring of mercury emissions from (new) coal fired power plants 

in the range of 1 μg/m3 and below to demonstrate compliance with emission 

limit values. 

 Improved acceptance of New Build projects by optimized and reliable 

emission monitoring. 

 Verification of mercury mitigation measures as part of the permit obligations. 

 Validation of an alternative measuring method that allows differentiation of 

mercury oxidation state and thus reduction of costs for legally required 

baseline and performance measurements for the authorities. 
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Work Programme 

 Field testing of mercury emissions at two different power plants with 

preferably low mercury emissions. 

 Comparison of four different sampling and measuring methods for 

determination of mercury emissions.  

 In addition methods for long-term sampling and continuous mercury 

emission monitoring have been included. 

 Evaluation of the test results according to European standards and 

validation of alternative adsorptive sampling methods in the lower 

concentration range. 
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1. Measuring campaign in Oct. 2011 at a hard coal-fired PF power plant 

Methods applied by the participating research institutes: 

1. European Standard Reference Method EN 13211 (E.ON) 

2. Dowex-Activated Charcoal Method (OvGU)  

3. US-EPA Method 30B (Laborelec / GDF Suez) 

4. PSA Continuous Mercury Emission Monitoring System (Enel E&R) 

Additional methods applied by plant operator and equipment manufacturer: 

5. Sick Mercem (official, calibrated CEM for Hg emissions) 

6. AMESA M (Environnement SA Deutschland, long-term sampling system) 

7. Sick Mercem300Z (test installation by Sick, not calibrated) 

 

 

Methods applied by the participating research institutes: 

1. European Standard Reference Method EN 13211 (E.ON) 

2. Dowex-Activated Charcoal Method (OvGU)  

3. US-EPA Method 30B (Laborelec / GDF Suez) 

Additional methods applied by plant operator: 

4. Mercury Instruments - SM4 (test installation) 

 

 

2. Measuring campaign in Dec. 2012 at a lignite-fired CFB power plant 
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Measurement Requirements 

   

 All sampling points / probe tips as close together as possible 

(preferably in the centre of the duct) 

 All samplings and measurements starting and terminating simultaneously 

 6 samplings / measurements per day, each lasting 1 hour 

 Each sampling performed as duplicate (with exception of CEMs) 

 Measuring campaign resulting in a set of 36 flue gas samples per sampling  

method and a set of 24 samples per method comparable with the PSA CEM 

 12 flue gas samples to be comparable with the corresponding AMESA M  

samples  
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1. Measuring Campaign: Description of the sampling location 

Hard coal-fired PF power plant, 510 MWel 

 Sampling location: Downstream of the FGD at the emission measuring platform  

  Flue gas duct: Horizontal, 7 m diameter, four access points on each half axis  

(45° out of the vertical) plus 2 bigger horizontal flanges 

 

 

 

 

 

  

 

 Clean gas parameters: 55°C, water saturated, < 5 µg/m³ Hg 

 Coal input: Southafrican (0,1 mg/kg Hg; 0,04-0,06 % Cl) and  

                    Columbian (~0,05 mg/kg Hg; ~0,009% Cl  
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Description of Applied Sampling and Measuring Methods 

(1) European Reference Method EN 13211 Air quality - Stationary source emissions -  

Manual method of determination of the 

concentration of total mercury  Applied by E.ON New Build & Technology  

H2SO4 / KMnO4 sampling train 
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(2) Dowex® / Activated Charcoal Method 

Applied by Otto-von-Guerike 

Universität Magdeburg 

Elemental and oxidized, vapour phase 
mercury in flue gas from stationary sources 

Dowex/activated charcoal adsorption unit 

Description of Applied Sampling and Measuring Methods 
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(3) EPA Method 30B 

Applied by Laborelec / GDF Suez 

Determination of total vapor phase mercury  

emissions from coal-fired combustion sources  

using carbon sorbent traps 

Description of Applied Sampling and Measuring Methods 

Activated charcoal traps inside the duct 
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(4) PSA Online Stack Gas system for  

Continuous Emission Monitoring  

(CEM) of Mercury  

Applied by Enel Engineering and Research  

Continuous monitoring of elemental and 

oxidized, vapour phase mercury in flue gas 

from stationary sources 

Description of Applied Sampling and Measuring Methods 

Dilution unit installed straight to the duct 
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(5) Sick MERCEM for 

Continuous Emission Monitoring  

(CEM) of Mercury  

Applied by Plant Operator   

Continuous monitoring of total, 
vapour phase mercury in flue gas from 
stationary sources; approved by 
German authorities 

Description of Applied Sampling and Measuring Methods 

Wet chemical reduction of oxidized mercury 
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(7) AMESA M  

Automatic Sampler for Mercury  

using Adsorption Traps  

Applied by Environnement SA Deutschland   

Short-term and long-term sampling system for total 

mercury in flue gas from stationary sources; installed 

for validation trials 

Description of Applied Sampling and Measuring Methods 

Activated charcoal traps  

inside the duct 
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(6) Sick MERCEM300Z  

Continuous Emission Monitoring 

(CEM) of Mercury  

Applied by Sick Maihak Germany   

Continuous monitoring of total, vapour  

phase mercury in flue gas from stationary 

 sources; installed for validation trials (QAL1) 

Description of Applied Sampling and Measuring Methods 

High temperature reduction of oxidized mercury 



Measurement of Low Mercury Emissions 

CEM 2014 – Conference on Emission Monitoring          14th – 16th May 2014, Istanbul, Turkey 
       

15 

Results of the 1. Measuring Campaign 05. – 07.10.2011 
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2. Measuring Campaign: Description of the sampling location 

Lignite-fired CFB power plant, 108 MWel 

 Sampling location: Downstream of the ESP at the emission measuring platform  

  Flue gas duct: Vertical, 4 m diameter, two access points on each half axis 

 

 

 

 

 

 

  

 

 Clean gas parameters: 160°C, ca. 23 Vol.-% water, < 20 µg/m³ Hg 

 Fuel input: Lignite, waste derived fuel, sewage sludge  
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Results of the 2. Measuring Campaign 11. – 13.12.2012 



Measurement of Low Mercury Emissions 

CEM 2014 – Conference on Emission Monitoring          14th – 16th May 2014, Istanbul, Turkey 
       

18 

Comparison of the Methods applied in both Campaigns 
Evaluation of comparability of two methods according 

to DIN CEN/TS 14793:2005 
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Requirements for Application of DIN CEN/TS 14793 

 Up to 30 pairs of comparative values for each method. 

 Outliner test according to Grubbs for each set of comparative values.  

 Repeatability of the alternative method must not be higher than the 

repeatability of the standard reference method. 

 Linear regression must be evaluated (y = C1x + C0).  

 The following conditions must be fulfilled: 

Test for Acceptance of Alternative Method 

Condition: Condition: Condition: 

R ≥ 0,97 1-Sr(Zq)/Zq  ≤ C1 ≤  1+Sr(Zq)/Zq C0 ≤ Sr(Zq) 

Standard Reference Method EN 13211:  Zq = 10 µg/m3, Sr(Zq) = 1,2 
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Evaluation of EN 13211 and Dowex/AC Methods acc. 

                                                        to DIN CEN/TS 14793 

Number of Samples for Evaluation acc. CEN/TS 14793 

 36 samplings with each method in total. 

 30 sets of repeat samplings evaluable 

   5 sets of samplings eliminated by Grubbs Test 

 25 verified sets of repeat samples remaining for  

     each method 
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Results of Method Comparison acc. to DIN CEN/TS 14793 

Test for Acceptance of Alternative Method 
Condition: Condition: Condition: 

R ≥ 0,97 1-Sr(Zq)/Zq  ≤ C1 ≤  1+Sr(Zq)/Zq C0 ≤ Sr(Zq) 

1-0,12  ≤ C1 ≤  1+0,12 C0 ≤ 1,2 

R = 0,996028 C1 = 0,978187 C0 = -0,063747 

yes yes yes 
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 Repeated sampling and analysis of the same object of measurement is 

usually not possible for emission measurements at real flue gas ducts due 

to locally and temporally varying distributions of the flue gas components. 

 Sampling of reference material, e.g. Hg calibration gas, does not include 

real flue gas conditions.  

 Appropriate testing facilities for mercury are not available for this complex 

flue gas matrix. 

 Determination of measurement uncertainty has been performed on the 

basis of the performed paired measurements using the overall 

measurement method (direct approach) according to VDI Guideline 4219. 

Determination of the uncertainty of measurement  
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Determination of the uncertainty of measurement  
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Determination of the uncertainty of measurement  

 According to VDI 4219 the paired measurements shall be independently of 

each other, in order to reveal random and systematic errors during 

uncertainty determination. 

 The measurements shall also be performed with separate sampling and 

analytical systems.  

 In this case separate sampling systems have been applied. 

 The joint use of analytical systems was accepted because their contribution 

to the total variance was assumed to be less than 5 % (see DIN EN ISO 

20988). 
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Determination of the uncertainty of measurement  

 The standard uncertainty u(y) of a measurement result y that is determined 

by the given measurement method is calculated as: 

 

 

 

 

 The expanded uncertainty Up(y) is calculated by multiplying the standard 

uncertainty u(y) by the coverage factor k: 

 

 

 For a confidence level of p = 95 % and a number of degrees of freedom of 25, the factor k = 2.060 was used. 
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Determination of the uncertainty of measurement  

Statistical 

parameter 

Method  

EN 13211 

Method  

Dowex/AC 
Unit Explanation 

ymin = 1.9 1.6 µg/m3 lower limit of measuring range 

ymax = 19.6 19.4 µg/m3 upper limit of measuring range 

N = 25 25 
number of pairs (degrees of 

freedom) 

k = 2.060 2.060 
coverage factor for 95 % 

confidence 

uB
2/var(y) = 0.8 0.5 bias is significant if ≥ 0.5 

u(y) = 0.1 0.2 µg/m3 standard uncertainty 

U0,95 = k u(y) = 0.3 0.4 µg/m3 expanded uncertainty 

For both methods the 25 simultaneous paired measurements, used for equi-

valency validation, have been used to evaluate the uncertainty of easurement  
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Summary and Conclusions 

 All applied sampling and measuring methods showed pretty well comparable 

results (as long as applied properly). 

 All adsorption methods (Dowex/AC, EPA 30b, Amesa M) didn’t show 

systematic deviations from the Standard Reference Method (SRM) EN 13211. 

 The continuously measuring systems (CEMs) showed partly higher deviations 

from the SRM. 

 The Dowex/AC method could be successfully validated according to CEN/TS 

14793 as an alternative method to the SRM in the concentration range of  

1 to 20 µg/Nm3. 

 Uncertainties of measurement of the two methods EN 13211 and Dowex/AC 

are very close together with values of 0.3 and 0.4 µg/Nm3 respectively. 

 A validation of the differentiation between Hg(0) and Hg(ox) with the methods 

Dowex/AC and PSA was not possible with the available data. 
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Thanks to the teams for a good job! 

Thanks to you  

for your attention! 


